Effects of Different Lightweight Functional Fillers for Use in Cementitious Composites by Asad Hanif et al.
Effects of Different Lightweight Functional Fillers for Use
in Cementitious Composites
Asad Hanif* , Zeyu Lu, Yu Cheng, Su Diao, and Zongjin Li
(Received August 13, 2016, Accepted November 21, 2016, Published online February 8, 2017)
Abstract: The effects of different lightweight functional ﬁllers on the properties of cement-based composites are investigated in
this study. The ﬁllers include ﬂy ash cenospheres (FACs) and glass micro-spheres (GMS15 and GMS38) in various proportions.
The developed composites were tested for compressive, ﬂexural and tensile strengths at 10 and 28-day ages. The results indicated
that both FACs and GMS38 are excellent candidates for producing strong lightweight composites. However, incorporation of
GMS15 resulted in much lower speciﬁc strength values (only up to 13.64 kPa/kg m3) due to its thinner shell thickness and lower
isostatic crushing strength value (2.07 MPa). Microstructural analyses further revealed that GMS38 and GMS15 were better suited
for thermal insulating applications. However, higher weight fraction of the ﬁllers in composites leads to increased porosity which
might be detrimental to their strength development.
Keywords: functional ﬁllers, cement, composites, cenosphere, glass microsphere, mechanical properties, porosity.
1. Introduction
Lightweight concrete (LWC) has gained much more
interest from the researchers in the last few decades although
its use could trace back to 3000 BC (Chandra and Berntsson
2002). The reasons for such increased interest are its unique
advantages over normal weight concrete such as reduction in
dead loads leading to smaller structural member as well as
foundation size, ease of the shipping and transportation in
case of precast structural members, and reduced overall
construction cost. In addition LWC offers excellent dura-
bility in chemical and frost attack with reduced permeability
(Li 2011), greater ﬁre resistance (ACI 216.1 1997) and better
thermal insulation (ACI 213 2003). The unit weight of LWC
lies in the range of 1200–1800 kg/m3 (Li 2011) while for
structural LWC in general ACI Committee 213 deﬁnes the
range as 1120–1920 kg/m3 (ACI 213 2003). In order to
achieve the desired unit weight with adequate mechanical
properties, careful selection and efﬁcient utilization of
lightweight ﬁller (LWF) materials is imperative.
Traditionally, different types of LWFs have been studied
for their use in the cement-based composites such as
expanded perlite (Demirbogˇa et al. 2001; Kramar and
Bindiganavile 2010; Lanzo´n and Garcı´a-Ruiz 2008; Lu et al.
2014), expanded glass beads (ASTM D790-10 2010;
Bouvard et al. 2007), shale (de Gennaro et al. 2008; Ke et al.
2009; Lotfy et al. 2015), expanded polystyrene beads
(Bouvard et al. 2007; Miled et al. 2007; Saradhi Babu et al.
2005), expanded clay (Chandra and Berntsson 2002; Gao
et al. 2014) etc. and the unit weight has been successfully
achieved within the stipulated guidelines. However such
composites had lower mechanical strength and reduced
overall performance. For example Yu et al. used recycled
expanded glass and achieved 28-day density of the com-
posites as low as 1280 kg/m3 with good durability, however,
the corresponding compressive strength was limited to
23.3 MPa (Spiesz et al. 2013; Yu et al. 2013). Also, Chen
and Liu developed expanded polystyrene foam composite
with density of 400 and 800 kg/m3 with excellent thermal
insulation properties (lower thermal conductivity coefﬁcient)
but the extremely low corresponding strength values of 3
and 13 MPa hampered the use in structural applications
(Chen and Liu 2013). Similarly, Topku and Isikdag used
perlite aggregate as LWF and produced the composites
within the density range of 1800–2040 kg/m3 and deduced
that any amount of perlite aggregate greater than 30% has
negative effects on the parameters relating to mechanical
strength. Even at 1800 kg/m3 density, the strength was
limited to 37.3 MPa (Topc¸u and Is¸ıkdag˘ 2008). Kramar and
Bindiganavile further conﬁrmed that compressive strength
declines cubically while ﬂexural strength and fracture
toughness decreases linearly with perlite addition (Kramar
and Bindiganavile 2013). Mladenovic studied the expanded
vermiculite, clay, glass and perlite and similar observations
for alkali-silica reactivity and found that these LWFs are
suitable in terms of this particular durability related property
(Ducman and Mladenovic 2004). Likewise, Hassanpur et al.
comprehensively reviewed the problems associated with the
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use of LWFs (expanded perlite, expanded clay, pumice, etc.)
in cementitious composites and concluded that inclusion of
different kinds of ﬁbers may signiﬁcantly improve the
toughness, ductility and energy absorption of the resulting
composites, however the lower mechanical strength (com-
pressive strength) remains an unresolved issue (Hassanpour
et al. 2012).
In the recent years, researchers have also been trying to
investigate some other materials like cenosphere (Cha´vez-
Valdez et al. 2011; Kwan and Chen 2013; Picho´r 2009; Wang
et al. 2012, 2013; Wu et al. 2015; Xu et al. 2015) and aerogel
particles (Gao et al. 2014; Hanif et al. 2016; Kim et al. 2013;
Ng et al. 2015) for their use as LWF. Xu et al. found that even
though incorporating cenosphere in magnesium oxy-chloride
cement composite reduces the compressive strength, still high
levels of strength (60 MPa) are achieved (Xu et al. 2015).
Similar ﬁndings for cenosphere particles in OPC based com-
posites were presented by Wang et al. (2012, 2014) and Wu
et al. (2015). This indicates their potential for producing strong
lightweight composites. Further, the studies carried out on the
inﬂuence of aerogels byHanif et al. (2016) andNg et al. (2015)
showed that aerogel is ideally suited for thermally insulated
composites while the mechanical strength is not high enough
because of the mechanical properties of aerogel particles
(Woignier and Phalippou 1988).
Nevertheless, the need to broaden the knowledge on
cenosphere behavior in the cement-based composites is still
increasing. Moreover, alternate LWFs need to be sought for
improved properties of the resulting composites. Although
various ﬁllers have been previously used, the objective of
getting the reduced unit weight at adequate strength levels is
still challenging (Shariﬁ et al. 2016). The aim of current
study is to evaluate the properties of the composites with
incorporation of an alternative lightweight material, the
hollow glass microspheres, and comparing the resulting
properties with cenosphere incorporated composites.
2. Experimentation Program and Materials
2.1 Materials
Ordinary Portland cement (type 52.5; conforming to
ASTM type I), supplied by Hong Kong Green Island
Cement Ltd. and locally available silica fume were used in
the experimentation program. Cement and silica fume alto-
gether comprised the binder. Silica fume was employed for
enhanced packing properties of the resulting composites
(Mala et al. 2013; Rashad et al. 2014). Lightweight Func-
tional ﬁllers (Fig. 1); ﬂy ash cenosphere (FAC) and glass
microspheres (GMS15 and GMS38) were provided by Zhen
Yang, Hebei China, and 3M Hong Kong Limited, respec-
tively. Table 1 enlists the physical properties of the various
ﬁllers evaluated in this paper whereas their particle size
distribution (acquired by laser granulometry) is plotted in
Fig. 2. PVA ﬁbers were also incorporated into the mix to
enhance the ﬂexural performance of the composites (Abbas
et al. 2016). The PVA ﬁbers used were 39 lm (diame-
ter) 9 15 mm (length). The ﬁbers used had tensile strength
of 1600 MPA, 6% elongation and 41 GPa Young’s modulus.
The elemental analysis of the raw materials, including bin-
ders and ﬁllers, was done to quantify the chemical compo-
sitions. For this purpose, X-ray ﬂuorescence spectrometry
(XRF) was carried out whose results were listed in Table 2.
A signiﬁcant amount of silica was present in all of the ﬁller
materials. Furthermore, GMS15 and GMS38 contained sig-
niﬁcantly higher amount of lime as compared to FAC while
the other oxide compositions were almost similar. As shown
in Table 1, speciﬁc surface area results (obtained using
Fig. 1 Scanning electron microscopic images of different functional ﬁllers used in the study a FAC, b GMS15, and c GMS38.
Table 1 Physical characteristics of lightweight ﬁllers.
Description Bulk density (kg/m3) BET surface area (m2/g) Color Iso-static crush strengtha
(MPa)
Glass micro-sphere GMS15 150 35.62 White 2.07
Glass micro-sphere GMS38 380 95.71 White 27.58
Fly ash cenosphere 720 6.02 Grey 70–140
a Isostatic crush strength denotes the stress at which the average bulk of material has 90% or greater survival. (3M energy and advanced
materials division 2007).
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Coulter SA 3100) showed that GMS15 and GMS38 pos-
sessed higher area to weight ratio which indicated their
suitability for making lightweight composites, however the
shell thickness determined the stress these particles can
endure. Particle size has an inverse correlation with the
speciﬁc surface area, as elaborated by Palik (Palik 1977) as
well as by Lowell and Shields (Lowell and Shields 1991),
meaning that the smaller the particle size, the higher the
surface area. The results in Table 1 were found in agreement
with the correlation.
2.2 Mix Proportions and Specimen Casting
The mix proportions, incorporating different weight frac-
tions of lightweight ﬁllers, are given in Table 3. Control mix,
without incorporating any ﬁller material, was also prepared.
The ﬂowability and cohesiveness of the mixtures were
achieved by varying the water content and using a poly-
carboxylate ether based admixture (ADVA 105 by Grace
Canada Inc.) whereas to achieve good packing characteris-
tics, 10% silica fume (by weight of binder) was also
employed. The amounts of water and super-plasticizer were
adjusted to get slump ﬂow of 180–200 mm. The slump ﬂow
test was done in accordance with ASTM C230 and C1437
(ASTM C230 2003; ASTM C 1437-99 1999). The mixing
was done in a Hobart mixer of 10 L capacity and comprised
of mixing of all the dry powders followed by the water
addition while constantly mixing until the uniformity of mix
is observed. Later, the admixture and ﬁbers were added.
After ﬁber addition, the mixture was stirred both at low and
high speed levels to enable uniformity of ﬁbers in the mixed
slurry. The complete mixing process took about 10 min.
The mixed ﬁbrous pastes were cast into the pre-lubricated
steel molds and compacted for removing the entrapped air.
Specimen prisms (Area 40 mm 9 40 mm and length
160 mm) and cubes (40 mm side) were cast for testing
strength in ﬂexure and compression, respectively. The tensile
strength test specimen size was 50 mm 9 15 mm (area) and
350 mm (length). After casting, the specimens were wrap-
ped using a plastic sheet and kept under room temperature.
After one day, the specimen were demolded and retained in
the curing room where the relative humidity and temperature
were maintained at 95% and 25 C, respectively. The curing
of the specimen was continued till their testing age.
Mechanical strength parameters were tested after 10 and
28 days while the microstructural studies were carried out
after 28-day age.
2.3 Experimental Methods and Procedures
2.3.1 Mechanical Testing
The mechanical tests included compression, ﬂexure, and
tension. Compressive strength testing was conducted in an
automatic compression testing machine, at the loading rate
of 1.0 kN/s. Three-point bending test was done on the with
the span length of 100 mm and the loading rate of 0.15 mm/
min. Load at mid-point was directly recorded whereas the
mid-span deﬂection was measured with two LVDTs (linear
variable differential transformers) attached parallelly on the
specimen. The load and deﬂection values were used to
develop stress–strain plots. Moreover, the elastic modulus
was also determined. For determining the tensile strength,
direct tension tests on the relevant specimen were done with
a length of 150 mm in testing portion and the loading of
0.05 mm/min. Extension in the specimens was measured
with two LVDTs mounted on the specimen in the direction
parallel to the loading direction. For all the mixes, three
specimen were tested for each property under investigation
and the average of these were reported for corresponding
test.
Following equations were used for determining ﬂexural
stress, strain (ASTM D790-10 2010) and elastic modulus
(ACI Committee 318 2007):
Fig. 2 Particle size distribution of LWFs used; FAC, GMS15,
and GMS38. (Color ﬁgure online).
Table 2 Elemental analysis of the raw materials.
Description Al2O3 CaO SiO2 SO4 Fe2O3 Na2O K2O TiO2 MnO MgO
Cement 3.86 65.41 19.47 5.72 3.21 – 0.50 0.26 – 1.58
Fly ash
cenospheres
16.70 1.06 73.10 0.42 1.96 2.42 3.94 0.35 0.05 –
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where, r = stress in the outer ﬁbers at midpoint, MPa;
e = strain in the outer surface, mm/mm; P = load at a given
point on the load–deﬂection curve, N; b = width of beam
tested, mm; d = depth of beam tested, mm; D = maximum
deﬂection of the center of the beam, mm, and; Ec = mod-
ulus of elasticity of concrete, MPa; Wc = density (unit
weight) of concrete, kg/m3; f0c = compressive strength of
concrete, MPa, and; k = modiﬁcation factor reﬂecting the
reduced mechanical properties of lightweight concrete.
2.3.2 Testing for Morphological and Microstruc-
tural Characterization
Microstructural studies were carried out by using scanning
electron microscopy (SEM) in which hydration products
identiﬁcation, observation of LWF particle distribution in the
matrix, and evaluation of pore structures were done. SEMwas
done with the help of JSM-6390 and JSM-6700F (ultra-high
resolution scanning electron microscope; 1 nm at 15 kV and
2.2 nm at 1 kV) (Jeol USA Inc.). Also, thermogravimetric and
differential thermal analysis (using TGAQ5000 and TG/DTA
92 Setaram II) methods were employed for determining the
heat ﬂow and weight change (phase transformation) with
temperature. For this purpose, samples were prepared by
grinding the broken pieces at 28-day age, and subjected to
heating from room temperature to 900 C at the rate of 10 C
per minute, under nitrogen environment (nitrogen ﬂow rate of
25.00 mL/min and inlet gas pressure 1 bar). The corre-
sponding values ofweight loss and heat ﬂowwere determined.
Porosity and pore volume characteristics in the composites
were evaluated by mercury intrusion porosimetry (MIP)
method (Ma and Li 2013). For this test, the samples were
prepared by breaking down to smaller sizes and dried by
solvent replacement method in which the solvent (ethanol)
was changed every 6 h during the ﬁrst few days and then
every day until one week. Later the specimen were subjected
to vacuum drying. The dried samples were subjected to
mercury intrusion during which the pressure was increased
up to 400 MPa (initially low pressure followed by high
pressure). The mercury-concrete contact angle was taken as
140 (Ma 2014). Washburn equation (Washburn 1921) was
used to convert the pressure into relevant pore diameter
while Katz–Thompson model (Katz and Thompson 1986)
was employed to determine the permeability.
3. Results, Analyses and Discussion
3.1 Density and Compressive Strength
The saturated surface dry (SSD) density of the specimen
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along with other mechanical properties. 28-Day density
ranges from 1256.61 to 734.82, 1564.14 to 1138.07, and
1551.28 to 1453.88 kg/m3 for composites incorporating with
GMS15, GMS38, and FAC, respectively. Based on the
density values, the composites can be classiﬁed into ultra-
lightweight and lightweight for GMS15 and GMS38/FAC
composites (Li 2011). It is found that the density declines
with the increase of LWF in the composites which was
apparently expected because of the physical properties of the
LWF particles (Table 1). The greater the LWF content, the
lesser is the density. However, the decrement is more sig-
niﬁcant in case of GMS15 as compared to GMS18 and FAC.
Only 10 wt% incorporation of GMS15 decreased the unit
weight by about 40% while FAC and GMS38 could reduce it
by only up to about 26% by 25 and 10 wt% addition,
respectively. This was an indicative that GMS15 was better
in producing lightweight cement composites as compared to
GMS38 and FAC.
However, the decrease in the density directly inﬂuenced
the mechanical properties of the composites. As compre-
hended from the Table 4, the compressive strength decreased
drastically for GMS15 composites as compared other LWF
composites (GMS38 and FAC). The compressive strength at
10-day age for GMS15 composites was too low to be
determined due to the minimum stress limitation of the
compression testing machine (5 MPa). For 28-day com-
pressive strength values, it was found that the incorporation
of 10% of GMS15 reduced the strength by more than 80% as
compared to the control mix (CM) while with 30 wt%
incorporation, the corresponding decline was about 94%.
This very low strength values were due to both the total air
content (in the matrix) and required mixing water (to achieve
uniformity and consistency of fresh mortar mix) associated
with the LWF incorporation which were exacerbated by the
lower isostatic crush strength (2.07 MPa) of GMS15 parti-
cles. On the other hand, the composites with GMS38 and
FAC showed much better mechanical performance. The
strength decrease in GMS38 and FAC composites was found
about 49 and 43% for LWF weight fraction of 10 and 25%,
respectively. It was interesting to see that 10 and 25 wt%
incorporation of GMS38 and FAC, respectively resulted in
composites having similar densities but the corresponding
compressive strength was 6% higher for FAC composites.
Similar phenomenon had been observed for other levels of
LWF weight fraction for these composites. Further, the total
water content in the mixes varied which was also a factor in
strength reduction as according to Abram’s law (Abrams
1927), it directly inﬂuences the strength. The higher the
water to cementitious materials ratio, the lower is the
strength. However, it was seen that FAC modiﬁed compos-
ites exhibited better mechanical characteristics regardless of
higher water content which is due to the chemical compo-
sition of FAC particles and tougher shell. All the FAC
modiﬁed composites either had similar or higher water to
binder ratio as compared to their GMS15 and GMS38
containing counterparts, still higher strength levels were
achieved for these composites. This showed that FAC was
superior to GMS38 and GMS15 in producing lightweight
composites with better mechanical properties. Also, GMS38
have proved to be better than GMS15 in a similar way. Both
the GMS15 and GMS 38 incorporated composites contained
same water amount at the same weight fraction level of
LWFs, but their mechanical performance particularly the
compressive strength varied greatly.
The overall mechanical behavior of composites in terms of
speciﬁc strength (deﬁned as strength per unit weight) was
depicted in Fig. 3. The signiﬁcance of establishing the
speciﬁc strength criterion lied in the correlation of density
with compressive strength. The FAC and GMS38 compos-
ites exhibited linear drop in speciﬁc strength with increase of
LWF weight fraction while the slope of GMS38 composites
was much steeper. The lightest FAC, GMS38 and GMS15
composites had speciﬁc strength values of 30.66, 16.18 and
8.57 kPa/kg m3 respectively. It meant that these composites
correspond to the compressive strength of 73.58, 38.83 and
20.57 MPa, respectively for an equivalent cement composite
(like typical mortar) having density of 2400 kg/m3. The
analysis of speciﬁc strength also showed the potential of
FACs to be used for producing high strength composites
while GMS15 are found useful for lightweight non-structural
applications.
3.2 Flexural and Tensile Behavior
The ﬂexural and tensile strength values were summarized
in Table 4. Flexural strength was found varying in a similar
fashion as was seen in compressive strength trend. However,
the corresponding strain values differed in each case. For
every 10 wt% increment of LWFs, the average correspond-
ing decline in peak ﬂexural strength of composites had been
found as about 53, 34 and 15% for GMS15, GMS38 and
FAC, respectively. Moreover, all the LWFs used in the study
showed excellent bonding with the PVA ﬁber-reinforced
cementitious matrix. The ﬂexural behavior of the LWF
composites is shown in Fig. 5. It had been observed that
PVA ﬁbers were fully able to develop strain hardening in the
composites, however the ﬁrst cracking strength was gov-
erned by the matrix strength. Even though the ﬁber content
was the same in all the composites, still the strain capacities
values differed greatly which may be due to uneven ﬁber
distribution in the mix and the nature of the corresponding
Fig. 3 Speciﬁc strength values at 28-day age. (Color
ﬁgure online).
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LWF. Figure 4 shows the cracking patterns obtained after the
fracture of some of the specimens (Fig. 6).
All the FAC composites showed better post cracking
behavior as compared to GMS15 and GMS38 modiﬁed
composites. Although, at lower weight fraction of LWF
(10%), the composites containing GMS15 and GMS38 also
behaved well with ﬂexural strain capacity values of 0.75 and
1% respectively, but still it can be seen that after the ﬁrst
crack, the matrix wasn’t able to sustain longer even with the
help of ﬁbers. The peak ﬂexural strength values for com-
posites with similar unit weight (GMS15-0.1, GMS38-0.2,
and FAC-0.55) show that LWFs GMS15 and GMS38 behave
in a similar fashion (mainly due to their similar chemical
composition) while FAC incorporated composites expressed
almost double the value as compared to others. However, it
was found that GMS15 composites were more brittle in
nature as compared to their counterparts (GMS38). The
primary reason for such behavior was the thinner shell
thickness (1–2 microns) and lower isostatic crushing
strength value (Table 1). Moreover, it was pertinent to
identify the loss of ductility in the composites with the
increasing LWF content. This showed that using such LWFs
in higher amounts, greater ﬁber weight fraction was needed
if the desired characteristics of the composites required strain
hardening. The strain capacity values for FAC modiﬁed
composites were higher than the GMS15 and GMS38
incorporated composites due to the better bonding of FACs
and ﬁbers with the binder matrix. It was further conﬁrmed
and explained in microstructural investigations in Sect. 3.3.
The tensile properties are given in Table 4 and plotted in
Fig. 8. These show a similar trend as have already been
observed for ﬂexural strength characteristics. Tensile
strength is found almost one-third of the ﬂexural strength for
all the composites. The tensile strain capacity values have
been found to be limited (maximum) at 0.40% for all the
composites. But it could be seen that FAC incorporated
composites could perform better in a similar way as was in
case of ﬂexural behavior but the tensile stress–strain curves
are more conﬁned and the ﬁrst-crack strain is limited to
0.10% only. GMS15 particles breaking earlier lead to
reduced strength and limited strain capacity values.
The ratio of compressive strength to tensile strength is low
in comparison with the conventional mortar mixes. This is
true because of the ﬁllers used in the study are hollow
spherical shells with different isostatic crushing strength
Fig. 5 Flexural stress versus ﬂexural strain curves of com-
posites at 28-day age. (Color ﬁgure online).
Fig. 4 Multiple-cracking behavior as seen in the failed specimen.
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values (Table 1) which depend primarily on the hollow
spherical shell thickness. Thus, the matrix strength is
reduced with the inclusion of these particles which leads to
the lower ﬁrst cracking strength. The ﬁrst crack strength as
well as the ultimate strength of the composites found to be
directly correlated to the isostatic crushing strength value
which is dictated by the shell thickness (1–2 microns for
GMS particles whereas several microns for FACs). Even the
ﬁbers were used to improve the tensile behavior, the lower
matrix strength especially in case of composites modiﬁed
with GMS particles hindered the development of pro-
nounced strain hardening.
3.3 Microstructural and Morphological
Characterization
The results of mercury intrusion porosimetry are summa-
rized in Table 5 while the cumulative porosity and log dif-
ferential intrusion volume curves are plotted in Figs. 7 and
8, respectively. The porosity is a function of different
parameters and it depends on the water content, amount of
entrapped/entrained air (if any) and voids introduced in the
composite due to the inclusion of LWF spherical particles.
Porosity studies help to model and correlate various concrete
properties e.g. the mechanical properties particularly elastic
properties, fracture toughness, tensile strength, and com-
pressive strength (Pereira et al. 1989; Rice 1998). The direct
correlation of porosity with mechanical properties can be
seen from the results which are expected due to the light-
weight nature of the resulting composites (Figs. 9, 10). It
could be seen that the porosity versus LWF weight fraction
and porosity versus compressive strength trends are linear.
This is in agreement with such relationship models already
in the existing literature (Pereira et al. 1989). However, the
slope of the curves for GMS15 and GMS38 was steeper than
their counterpart i.e. FAC. This shows that a small amount of
GMS particles would lead to more porous internal structure.
FAC containing composites, regardless of higher water
content, showed lower porosity values mainly due to the
higher iso-static strength of these particles. The denser
microstructure and better interfacial properties also helped
reduce the total porosity.
An interesting observation is pointed out regarding the
permeability. Even though the porosity increases with
increase of LWF amount in the composites, the permeability
varies differently. For all the composites containing LWFs
except GMS15-0.3, the permeability was found lower than
that of the control mix (46.67 milliDarcy). This might be due
to the ﬁlling effect of the very small sized particles of LWFs.
For GMS15-0.3, higher water content was used which is the
primary reason of porosity related properties but the low
shell strength of GMS15 particles is also another factor. The
thinner shells which broke under compressive stresses led to
ultimately higher porosity and permeability. It was, gener-
ally, seen that the permeability increased with increasing
LWF amount in the composite. Although, the permeability
values obtained from Katz–Thompson model were not
accurate rather over-estimated for the composites under
evaluation (Ma 2014; Ma et al. 2014) still the values could
be used for comparative assessment.
The porosity doubled with the incorporation of 10 and
25 wt% of glass microspheres (GMS15 and GMS38) and
FACs, correspondingly. However, with every 10 wt%
increase of LWF content, the porosity increment observed
was 14.66, 6.76, and 5.04% for GMS15, GMS38 and FACs.
The apparent results on porosity could be attributed to two
reasons; ﬁrst, the greater number of pores associated with the
higher water content and air voids within the composite, and
second, the breakage of weak LWF particles (due to lower
Fig. 6 Tensile stress versus tensile strain curves of compos-
ites at 28-day age. (Color ﬁgure online).
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iso-static crush strength representing thinner shell thickness)
in the composites which led to greater mercury intrusion as
some of the particles were of signiﬁcantly larger size. It was
evident from the MIP results that FACs and GMS38 were
superior to GMS15. The correlation of porosity with
mechanical strength (compressive strength) was linear for
the composites. The critical diameter (dc) was determined
(from the log differential intrusion volume plot) as 0.07,
0.02, and 0.05 lm for GMS15, GMS38, and FAC com-
posites, respectively.
The critical diameter didn’t change for one particular set of
composites (containing the same LWF). The peak of log
differential plot (corresponding to dc) for all the LWF
composites tends to shifts towards left (smaller pore
Fig. 7 MIP results expressed as cumulative porosity curve
plots. (Color ﬁgure online).
Fig. 8 Plots of log differential intrusion volume versus pore
diameter. (Color ﬁgure online).
Table 5 Porosity and permeability values for the composites.
Description CM GMS15-0.1 GMS15-0.2 GMS15-0.3 GMS38-0.1 GMS38-0.2 GMS38-0.3 FAC-0.25 FAC-0.35 FAC-0.45 FAC-0.55
Porosity (%) 17.68 36.91 50.23 66.23 36.07 42.08 49.60 36.25 39.34 45.30 51.37
Permeability
(mDarcy)
46.67 5.32 11.13 68.28 6.65 25.33 5.45 7.19 7.50 22.11 28.68
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diameter range) in relation to that for CM. The greater
mercury intrusion volume with increase of LWF weight
fraction indicates a greater percentage of pore volume in the
corresponding composites. Thus, it could be deduced that
such composites would behave well for thermal insulation
applications. The thermal conductivity coefﬁcient of air
(1.008 W/m K) is far lower than that of cement mortar (2.3),
thus higher pore volume would lead to a reduced thermal
conductivity coefﬁcient. However, it could be seen that
incorporation of glass microspheres lead to a more porous
microstructure which can be more meaningful for thermal
insulating applications whereas the corresponding compos-
ites have reduced mechanical strength too. This suggests that
in order to achieve a balance of different characteristics, a
blend of these ﬁllers may be helpful.
The results of thermogravimetric analyses are shown in the
Figs. 11 and 12. It could be see that all the composites were
fairly stable up to a high temperature range. The dehy-
droxylation and decarbonation peaks were identiﬁed from
the differential thermogravimetric plots and the corre-
sponding temperature ranges were 400–500 and
800–900 C, respectively. Both the dehydroxylation and
decarbonation phases showed that FAC composites decom-
posed (indicative of reactivity of FAC particles) more in
relation to GMS modiﬁed composites. The greater weight
loss of the specimen shows higher decomposition of calcium
hydroxide and calcium carbonate form the hydration
products. Even though the remaining weight percent of
GMS38 incorporated composites (86.90%) was higher than
their corresponding counterparts with GMS15 as LWF, still
Fig. 9 MIP results summary indicating the total porosity with
correlation of ﬁller amount. (Color ﬁgure online).
Fig. 10 Correlation of porosity with mechanical strength of
composites incorporating LWFs. (Color ﬁgure online).
Fig. 11 TGA weight loss curves for various composites
incorporating ﬁllers; a GMS15, b GMS38, and
c FAC. (Color ﬁgure online).
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these composites yielded better mechanical strength which is
attributed to the individual particle characteristics.
The SEM micrographs are presented in Figs. 13 and 14.
GMS15 modiﬁed composites were found relatively more
porous. Further, the GMS15 particles were observed mostly
broken inside the composite structure. The low mechanical
strength of these particles could not help the particles to
resist the stresses within the composites. On the other hand,
the composites incorporating GMS38 particles showed a
different behavior. It could be seen that the crack growth was
resisted by the GMS38 particles by hindering its path.
However, some of the particles did break. Moreover, the
weak ITZ (interfacial transition zone) characteristics were
observed too.
FAC bearing composites could be seen the most dense
among all the composites. The FACs bonded exceptionally
Fig. 12 TGA weight loss curves for various composites
incorporating ﬁllers; a GMS15, b GMS38, and
c FAC. (Color ﬁgure online).
Fig. 13 SEM images of fractured surfaces of composites
containing LWFs.
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well with the cementitious matrix thus improving the prop-
erties. However, partially consumed (not broken) FAC shells
were also seen in SEM imagery which is due to the partial
reactivity of FAC particles owing to the presence of amor-
phous silica and some percentage of lime. The partially
consumed FAC particles observed along with the unreacted
ones are shown in the SEM images in Fig. 13. The reactivity
could be responsible for higher compressive strength even at
larger levels of FAC addition. This is so because the poz-
zolanic reaction leads to greater calcium silicate hydrate
(CSH) gel in the system. The denser, more compacted, and
uniform microstructure in the FAC modiﬁed composites
inﬂuenced certain other properties of the composites
including the post-ﬁrst-crack behavior, ﬂexural and tensile
strain capacity, and total porosity. Primarily, the lime and
amorphous silica present in the FACs is responsible for
denser microstructure due to the increased pozzolanic
activity. The pozzolanic reactivity can be further assessed
from the dehydroxylation and decarbonation peaks obtained
in TGA, already discussed earlier.
4. Conclusions
A comprehensive and thorough study on the cement-based
composites incorporating various types of lightweight
functional ﬁllers (LWFs), including ﬂy ash cenosphere
(FAC) and glass microsphere (GMS15 and GMS38), was
conducted to evaluate the inﬂuence of the LWFs on various
properties of the corresponding lightweight composites and
asses their feasibility in different building structural appli-
cations. Both mechanical and microstructural properties
were studied. The results indicated that both FAC and
GMS38 were suitable for producing structural lightweight
composites (density less than 1920 kg/m3 and minimum
compressive strength of 17 MPa (ACI 213 2003)).
Following conclusions are drawn from the current study.
(a) FACs and GMS38 particles proved to be excellent
materials for producing lightweight and ultra-light-
weight cementitious composites. They can be
employed for structural (load-carrying) purposes where
higher mechanical strength is required, as long as they
are incorporated in reasonable proportions in the
composites. On the other hand GMS15 are inadequate
due to weaker shell (or more speciﬁcally, the iso-static
crush strength).
(b) Given the decent strength to unit weight ratio, FAC and
GMS38 are suitable for producing precast non load-
bearing members like, wall panels, partition walls,
ceiling, etc. However, GMS15 are not adequate to be
used for such applications because of much lower
mechanical strength associated with the resulting
composites.
(c) FACs and GMS38 are well suited for ﬁber-reinforced
composites to efﬁciently utilize the tensile properties of
ﬁbers. Good bonding in the ﬁbrous mortars leading to
excellent ductility indicates their promising use for
ﬁber-reinforced composites. Whereas GMS15 particles
couldn’t be very helpful in this regard due to the
weakness of their shell which may break earlier under
stresses.
(d) Glass microspheres, both GMS15 and GMS38, are
good candidates for producing thermal insulating
composites due to the greater pore volume associated
with their incorporation, however they should be added
with other materials/ﬁllers (e.g. FAC) to achieve better
mechanical properties.
(e) The adequate weight fraction of these LWFs to be
incorporated in the cement composites is determined
as 20, 55%, and less than 10% for GMS38, FACs, and
GMS15, respectively. Greater amounts may pose
higher permeability and porosity leading to reduced
mechanical properties thus restricting the possible
use.
Fig. 14 Partial reactivity of FAC particles observed in a cement paste, and b FAC modiﬁed composite used in this study; (arrows
indicating unreacted particles).
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